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Maximum Emergency Criteria

Operating Agreement, Schedule 1.10.1A(d)
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Environmental and Fuel Limits

Resource Limitations (M15, Section 6.4):
• Resource limitations are defined in Manual 13 as limitations to 

primary or alternate on-site fuel, emissions, demineralized or 
cooling water, and other consumables

• A unit is considered resource limited when it is not capable of 
running at its maximum capacity for the next 72 hours due to the 
limitations defined above 

• Natural gas-fired units that experience fuel supply/transportation 
restrictions are not considered resource limited units due to the 
daily nature of their restrictions
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Environmental and Fuel Limits

Manual 13, Section 6.4
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Temporary Emergency Conditions At The Unit 

• Currently not addressed in Manual 13
• If temporary emergency is a result of physical conditions at the 

resource that significantly limit its availability
• An example would be if the Original Equipment Manufacturer 

(OEM) of a unit’s combustion turbines has issued a safety notice 
that specifies operating limitations for the units until a required 
upgrade can be implemented at the next outage



PJM © 20226www.pjm.com | Public

Temporary MW Additions

• Currently not addressed in Manual 13
• In order to meet the criteria for temporary MW additions, a 

generation resource must be able to demonstrate that MW have a 
time limitation or restriction.  

• Acceptable documentation for justifying the use of temporary MW 
additions include, but are not limited to: 
– OEM documentation showing a time limitation on the MW
– Air permit showing time restriction 
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Temporary MW Additions

• Scenarios that do not meet criteria for temporary MW additions:
– Increased wear and tear or maintenance costs
– Power augmentation such as duct firing, steam/water injection, 

evaporative cooling, inlet chilling, wet compression, or peak 
firing unless OEM specified limitations

– Inability to provide temporary MWs on demand
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Appendix
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Resources

• Agreement, Schedule 1 Section 1.10.1A(d)
• Manual 13, Section 6.4
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